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Abstract
Room Impulse Response (RIR) measurement is done using a
microphone and loudspeaker pair and is prone to error due to
error in measurement of the microphone position. In literature,
the adverse impact of ambient noise on RIR measurement is
mostly explored. However, the impact of microphone position
error on full, early and late RIR measurements have never been
explored. In this paper, we investigate the error in RIR intro-
duced due to error in measurement of the microphone position.
We also study the impact of this on the quality and intelligibility
of speech. Our analysis shows that the impact of error in micro-
phone position measurement on RIR is as adverse as that of the
ambient noise.
Index Terms: Room Impulse Response, Microphone Position
Error, Intelligibility and Quality

1. Introduction
Hands free speech communication in an open enclosure creates
multi-path reflections before reaching a microphone and the re-
sultant reverberated speech has an impact on the performance
of the distant automatic speech recognition engines [1]. The
acoustic properties of an enclosure is defined by the RIR or
RT60 [2–4] and is an important attribute to achieve enhanced
speech quality and intelligibility [1, 5]. RIR measurement is
useful in sound reproduction of geometry aware room [6], room
geometry reconstruction [7, 8] and robust Automatic Speech
Recognition (ASR) [9, 10].

Even when the exact room geometry is known, it is not
easy to estimate the transfer function between source and mi-
crophone position [11], as RIR estimates are based on the exact
location of the microphones and speakers. In modern work en-
vironments, the location of microphones get disturbed during
routine maintenance or due to human interventions [12,13] and
as a result the RIR is impacted. In such cases, the RIR estimated
will be even more distorted. The impact of changed microphone
location on RIR results in degradation of sound quality and in-
telligibility. This is because the prior RIR estimates, based on
the original location of the microphones will not correspond to
the current (changed) microphone position resulting in a signif-
icant mismatch in overall room acoustics [14].

Several studies report RIR estimation under the assumption
of a priori knowledge about the array of microphone locations
(for example [15–19]). Cues such as inter intensity difference
(IID) and inter time difference (ITD) which are available with
multiple sensors [19], have been used to improve the SNR of the
distorted signal using beam-forming (spatial filtering) technique
[12,20]. The calibration of an array of microphones in real time
is not a trivial task. It is prone to errors in measurement and is
a time consuming and tedious exercise [13, 21]. Measurement

errors result in degradation of both quality and intelligibility of a
speech as shown in [12]. An analytical model of location errors
using delay and sum beam-forming is studied in [12] .

The unavailability of acoustic cues in a single microphone
scenario, unlike in a microphone array setting, makes modeling
of microphone position error and its impact on RIR very chal-
lenging. However, some attempts have been made in speech
quality improvement using estimated RIR’s, when microphone
position is assumed to be known a priori. In [22], authors have
tried to utilize maximum a posteriori (MAP) estimation of RIR
in single channel scenario. In another study, MAP has been uti-
lized for joint de-reverberation and de-noising by considering
noisy estimate of RIR to be known [23]. In [24], the inverse fil-
tering of RIR has been carried out by maximizing the skewness
of LP residual. Yet another study on inverse filtering for RIR es-
timation [25] utilizes LP residual cepstrum for de-reverberation
application.

The adverse impact of ambient noise on RIR measurement
has been explored in literature. To the best of our knowledge
there has been no study on the impact on full, early and late
RIR measurement caused by microphone position error. In this
paper, we investigate the effect of RIR variation due to change
in microphone position on both quality and intelligibility of
speech. Specifically we analyze the variation in RIR due to
a variation in the microphone position. Our detailed analysis
shows that the impact on RIR due to microphone position error
is as adverse as the one caused due to ambient noise. The rest of
the paper is as follows. Section 2 introduces the problem state-
ment and captures the disturbance in RIR due to measurement
error in position of the microphone. We briefly discuss the tra-
ditional RIR estimation techniques used in literature. Impact of
Microphone position error on speech quality and intelligibility
is analysed in Section 3. This is followed by a brief conclusion
and future scope in Section 4.

2. Problem Statement
Modeling RIR is a complex task and one of the most popular
method to model it is using the Image method [26]. Utilities to
simulate the RIR [27] are available for research purposes [28].
The RIR h is a function of c (the speed of sound), fs (the sam-
pling frequency), L (volume of the room), β (the reverberation
time), s and r (the rectangular coordinates of the source and re-
ceiver positions expressed as [xsyszs]). Mathematically, it can
be expressed as

h = rir gen(c, fs, r, s, L, β, n). (1)

Note that while all the other parameters that are required to
compute h are not prone to error, the measurement of the po-
sition of the source and receiver can be erroneous. For the sake
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of ease let us assume that there is an error ε = [εx, εy, εz] (in-
troduced because of maintenance of the panel on which the mi-
crophone is mounted) in the measurement of the position of
the microphone. So the erroneous location of the source is
rε = [xr + εx, yr + εy, zr + εz]. Subsequently there is an
error introduced in the RIR, namely,

hε = rir gen(c, fs, rε, s, L, β, n) (2)

Clearly an error in microphone position δr = (r − rε) results
in an error in RIR namely δh = h− hε. The problem we try to
address is if there is a relationship between δr and δh.

Let us assume that the microphone position error δr is
Gaussian with mean µ and variance σ2, namely, G(µ, σ2). Note
that typically sensor position error have a Gaussian distribution
(see [29]). Does δh have any distribution? To understand the
effect of the error made in measuring the receiver (microphone)
location (r = [xr, yr, zr]) on the RIR (h), we simulated the
microphone position error (εx, εy, εz) and computed the RIR as
shown in Algorithm 1. Figure 1 shows the distribution of the
microphone position error for σ2 = 0.1, 0.5, and 1. The dis-

Figure 1: Microphone position error (εx, εy, εz) for σ2 =
0.1, 0.5, 1.

Algorithm 1: Effect of microphone position error on
RIR.

Input : r = [xr, yr, zr], c, fs, s, L, β, n, rir gen(),
σ2, G(0, σ2)

Output: D1 and D2

1 for iter = 1 to N do

2 Generate εx, εy, εz from G(0, σ2)

3 Construct rε = [xr + εx, yr + εy, zr + εz].

4 Compute h = rir gen(c, fs, r, s, L, β, n)
5 Compute hε = rir gen(c, fs, rε, s, L, β, n)
6 Find D1 = EUCLIDEAN(h, hε)
7 Find D2 = COSINE(h, hε)

8 end

9 Procedure EUCLIDEAN(x, y)

10 return
(∑n

i=1(xi − yi)
2
)

11 procedure COSINE (x, y)

12 return
(

x·y
‖x‖‖y‖

)

Figure 2: RIR errorD1 (top) andD2 (bottom) for measurement
errors σ2 = 0.1, 0.5, 1.

tribution of the error in the RIR is shown in Figure 2 for both
Euclidean distance (D1) and Cosine distance (D2). As can be
seen the errors in both D1 and D2 show a distribution that is
Gaussian (G(., .)). Note that the microphone position error has
a mean (µ = 0) however this results in a RIR error that has a
non-zero mean.

2.1. Signal Model

Room Impulse Response (RIR) can be estimated by transmit-
ting a signal x from the loudspeaker and measuring the signal
received at the microphone .There are some prior assumptions
before defining the signal model. First, we assume that the ini-
tial K samples of RIR are the reasonable approximation of the
whole RIR and second, that the signal x has unit variance. Let x
be an N × 1 training signal vector and y be the signal recorded
at the microphone. The signal y can be modeled as (not consid-
ering the additive noise):

y(t) = h(t)~ x(t) (3)

where y(t) is the signal recorded at the microphone, h(t) is
the RIR and x(t) is the transmitted signal. For RIR measure-
ment, the closed microphone signal x is modeled as time shifted
Toeplitz circular convolution matrix [30]. Signal recorded at
microphone y now can be modeled as

y = Xh+ a (4)
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where, X is a N ×K matrix comprised of K shifted versions
of x, h is the room impulse response vector of size K × 1 and
a is K × 1 vector of additive ambient noise and is assumed to
be independent to x.

2.2. Traditional RIR Measurement

Traditional way of estimating RIR [31] is by correlating the
white training sequence x with the recorded speech y, as

ĥ = XT y (5)

After substituting the value of y from (4) into (5) we get

ĥ = XT (Xh+ a) = (XTX)h+XT a (6)

Taking expectations on both sides of (6), we get

E{ĥ} = Rxxh+ rxa (7)

where Rxx is the K-lag auto-correlation matrix (E{XTX})
and rxa is the K-lag cross-correlation vector (E{XT a}). If
signal sequence x is white then Rxx is I . Since noise a is as-
sumed to be uncorrelated with x, rxa will be 0. XT y is the
unbiased estimate of h, increasing the length of signal x(t),
namely N → ∞, improves the estimates of RIR (h). For fi-
nite signal sequence x, (7) can be approximated as:

ĥ = h+ (XTX − I)h+XT a (8)

As it can be observed that the predicted room impulse re-
sponse (8) consists of two error components. The first error
component is due to finite sequence signal correlation matrix
not converging to the Identity matrix. The second component
is due to the correlation vector between the sequence signal and
the ambient noise, which are assumed to be independent. The
error can be compensated in three ways, firstly by increasing
the length of x, secondly increase the power (amplitude) of the
signal, and thirdly by using the Maximum Length Sequence al-
gorithm [32] [33] [34], which decreases the diagonal error due
to auto-correlation matrix Rxx.

Table 1: Full, Early and Late RIR variation on SDR with respect
to change in microphone position

Full RIR Early Part RIR Late Part RIR

Min Max Mean Min Max Mean Min Max Mean

1cm 10.711 15.084 6.209 5.739 15.130 10.458 9.740 15.244 12.657

2cm 4.071 6.052 0.860 0.466 6.214 3.995 3.507 5.350 4.723

3cm 1.073 2.874 -1.242 -1.558 3.174 1.075 0.381 1.580 1.221

4cm -0.022 1.928 -1.785 -2.025 2.284 -0.001 -0.821 0.390 0.005

5cm -0.245 1.978 -2.059 -2.231 2.398 -0.022 -1.015 0.224 -0.191

6cm -0.312 2.082 -2.223 -2.426 2.566 -0.296 -0.959 0.208 -0.204

7cm -0.512 1.958 -2.289 -2.492 2.446 -0.505 -1.197 0.012 -0.345

8cm -0.708 1.832 -2.307 -2.499 2.305 -0.715 -1.331 -0.075 -0.460

9cm -0.772 1.852 -2.291 -2.482 2.301 -0.799 -1.097 0.015 -0.405

10cm -0.765 1.923 -2.212 -2.412 2.381 -0.812 -0.969 0.064 -0.274

3. Impact of microphone position error on
speech intelligibility and quality

We investigate the impact of RIR due to change in the micro-
phone position on speech intelligibility and quality. In general,
RIR comprises of early (including direct path) and late reflec-
tion components [35]. Their negative impacts on speech intelli-
gibility have been studied in [36]. The early reflection predom-

inantly creates the coloration effect resulting in each phonemes
to have smearing of energies. On the other hand, the late reflec-
tions causes the degradation in low frequency envelopes of the
speech signal due to overlap masking effect [36]. These early
and late reflections have a significant detrimental effect on the
perception of consonants and vowels which in turn lead to poor
speech intelligibility and quality. We investigate the impact of
change in full, early and late RIR on the intelligibility and qual-
ity of speech.

To best of our knowledge,

1. While studies have focused on understanding the impact
of ambient noise on RIR, the effect of the microphone
position error on RIR has not been studied.

2. The quantum of error in RIR (including both early and
late) due to microphone position error has not been stud-
ied.

3. Methods to adress microphone position error in order to
automatically tune the RIR for the current position also
have not been looked into.

The first two points have been analysed in the earlier sections in
this paper. This acts as a basis to tackle the third problem.

3.1. Microphone Position Error Analysis

The RIR estimation in an ambient noise is an open research
problem and is a challenging task in a single microphone sce-
nario. In order to identify the differences in the RIR measure-
ment error due to ambient noise and due to change in position
of microphone, we set an analogy between these two scenarios.
As seen in (4), the signal received y can be modelled in the pres-
ence of ambient noise. Instead of ambient noise, if there is an
error in measurement of microphone, then (4) can be modified
as

y′ = Xhε

= X(h+ δh)

= Xh+Xδh (9)

Where y′ and hε are the recorded speech and erroneous RIR due
to change in microphone position . The h is the RIR measured
at the actual position of the microphone. As it can be observed
from (9), there are two components, the actual signal captured
at the microphone and the error term (Xδh) introduced due to
position error which is similar to the ambient noise a in (4). For
the experimental analysis, we have simulated the room of di-
mensions 5m x 5m x 5m with source and microphone positions
fixed at [3, 2 ,2] and [1, 2 , 2] respectively. The reverberation
parameter RT60 is set to 0.3.

3.2. Impact of RIR variation on Speech Quality

The impact of position error is analysed in Table 1 in terms of
variation in Signal-to-Distortion Ratio (SDR):

SDR =
∑
i

(s[i])2

(s[i]− ŝ[i])2 (10)

where, s is the reference signal and ŝ is the estimated signal. In
Table 1, we consider the error distance between 1 cm to 10 cm.
The error analysis shows that even with a small microphone po-
sition shift of 1 cm causes the SDR of 10.711 dB, which in anal-
ogy is equivalent to SNR of 10 dB (ambient noise). This kind of
SNR in speech signal processing, specifically the performance
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Figure 3: SDR variation with different microphone positions.

Figure 4: NPM variation with different microphone positions.

of automatic speech recognition degrades significantly for sig-
nals of 10 dB SNR. On an average, there is a loss of 5 dB, 6
dB and 8 dB in SDR for full, early and late RIR respectively,
when microphone position is changed from 1 cm to 2 cm. Any
increase in the microphone position, the loss in SDR increases
gradually. Figure 3 gives the bounds of SDR or sensitivity of
RIR upto 30 cm position displacement error. The key observa-
tion here is an abrupt decrease in the SDR upto 5 cm and then
it remains constant for increase in measurement error. A dis-
placement of, as little as 5 cm causes SDR to drop to −0.245
dB.

Similarly, the normalized projection misalignment (NPM)
scores were computed between the actual RIR and the esti-
mated RIR at various error positions (see Figure 4). A similar
trend of abrupt change upto 5 cm can be observed, indicating
that even small errors in the microphone positions can introduce
very high distortions. This in turn indicates that the quality of
speech undergoes serious distortions with slight change in mi-
crophone position because of the change in RIR. However, the
impact of early and late RIR variation on NPM is more or less
similar to full RIR, hence not presented herein.

3.3. Impact of RIR on Speech Intelligibility

Speech Intelligibility maps to the amount of information that
can be perceived by a listener. It is measured using short time
objective intelligibility (STOI) [37] [38], which gives a score
between 0 and 1 (higher the better). Figure 5 shows the varia-

Figure 5: STOI variation with varying microphone positions.

tion of STOI scores with different microphone positions, where
the actual position is taken as reference. We can observe in Fig-
ure 5 that even a small shift in the position of the microphone
there is a significant change in STOI and hence degradation in
speech intelligibility is also significant. Similar observations
related to early and late RIR effect on speech intelligibility are
visible in Figure 5. However, the STOI for late RIR is most
detrimental in comparison to other two. But STOI variation for
late RIR, with change in microphone positions are not signifi-
cant as compared to early and full RIR’s.

4. Conclusions
In this paper, we showed that an error in measuring the position
of the microphone can have a significant influence on the RIR.
We further showed that if the measurement error has a Gaussian
distribution, the error in RIR also showed a similar distribution
with a shift in the mean. To bring the study into perspective,
we showed that the RIR error due to ambient noise, which has
been studied in the literature, is comparable to the error intro-
duced by microphone position error. Our studies show that even
in the absence of ambient noise, a position error in microphone,
of 1 cm, introduces an error equivalent to ambient noise of 10
dB. This correspondence, in our opinion, has not been studied
before. We showed that there is a drastic error found in SDR,
Normalized Projection Misalignment (NPM) and short time ob-
jective intelligibility (STOI) scores, when there is a change in
microphone position. This shows the impact of microphone po-
sition measurement error on both quality and intelligibility of
speech.

With speech solutions taking center stage, speech recog-
nition in the presence of degraded speech is getting promi-
nence, we believe this will lead to dynamic computing of RIR
especially in the presence of measurement error and ambient
noise. A considerable amount of attention to computing RIR
in the presence of microphone position measurement errors is
to be expected in a near future with commercialization of smart
speakers like Google Home, Alexa etc.
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